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Delaware Electric Cooperative

Generator Interconnection Application — Short Form
(For Use with Generators less than 100 kW DC)

An applicant (Generator Owner) makes application to Delaware Electric Cooperative to install and operate a
generating facility less than 100 kW DC and interconnected with the Delaware Flectric Cooperative utility system

Section |, Applicani Information Directly Infercannected to the Generating Svstem

Is the following system: ' [ Teased or X Member Owned

Type of Application: T<] Initiat or [ ] Addition/Upgrade
Namc:WJD(’ \and Tina Wharton ( V) ¢T Far ms, !_..-L_.(".>
Maiting Address; 20BN Z. U"V’C\[ s Camp 22
cy:NL S kbovo swe DE. zipCade: |99 (s

Bmail Address: &\J.bﬁf_{tcaQg.@ug&fﬁEa’.l@JlQ..l____C_.Pm

Facility Location (if different from above)! &;ﬁﬁm?ﬁ W:‘IZ'M L \'\3 ',ﬂd L_Q_!’}_C),_ _n_r_“ H&;bﬁ)‘r(ﬁibg quuo

Telephone: Area C(}de; $§2Number 2‘12&{]&@& ening) Arca Code Number & QM€

Pelaware Elcctric Cooperative Account No.: ‘2’5 !O‘OQ Rate Code;

Section 2, Eguipment Contractor

Name! L,-L»‘m \ ﬂOL{S WS(:’la V,W,.\ =

ity /V‘\ *’ s LO&U VC.‘ o Buees

Email Address: G«“’« €t @l Um OUS Telephone (Baytime): Area Code ?ZE}(Q“_ Number ’_}-1 «—;t%q 86
= SENEF 5w
Section 3. General Service Requirements

if different frotn the existing service, what size service will the generation facility require?
200A  [7e00a  [] 600a []s00A

If this is a new account for a Solar System, what Vollage/Phase will be required?

[X]120/240V-1Ph  []120/208V-1Ph [ ]120/208V-3Ph [T} 277/480V-3Ph

Section 4, Application Fee

This application fee is applicable for all new PV applications received on or after May 20, 2016, The cost will be
$50.00 per application (new and/or upgrade) for systems 25 kW DC or less. For systems over 25 kW DC the fee will
be $50.00 plus $1.00 kW DC over 25 kW DC. All interconnection applications submitted to DEC shall be
accompanied with the appropriate fee made out to Delaware Electric Cooperative and are non-refundable, No
applications will be considered without the fee.
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Delaware Electric Cooperative
Generator Interconnection Application — Short Form
(For Use with Generators less than 100 kW DC)

Section 5, Generator Tyvpe

Is Generator pewered from a Rencwable Energy Source: X1ves Nol[ ]

Wind Clother

Type of Energy Source (if applicable): @ Solar
Other generator energy source: (IDiesel [__] Natural Gas ) Fuel Qi1 Others _

Will excess power be exported to Delaware Electric Cooperative? m‘{cs Nol _

(Typical) Maximum Expert: kW DC/AC
2 Yr. Avg. Annual Usage (kWh): . Forecast Anoual kWh:

{Note: The Annual Forecast MUST be completed using 4.5 peak sun light hours per days)

Seetion 5, Generator Technical Information

Please filt out the Initial Rating information if there is currently no generating facility on-site. Tf adding a generating
facility to an existing facility, fill out the Initial Rating Information, the Added Rating Information and the Total
Rating [nformation

Generator (ot solar collector) Manufacturer, Model Name & Number: S i H“Qlﬁ S LA "Q?g {5: f‘ﬁl

(A copy of Generator Nameplate and Manufacturer’s Specification Sheet may be substituted)

Inverter Manufacturer, Model Name & Number (if used): 30 I aré dq e ST /0000~ us
{A copy of Inverter Nameplate and Manafactarer’s Specification Sheet may be substituted)

DC System Design Capacity: H1.88xw) L 047 22 ava)
Inverter Capacity: _H D' (Maximum AC kW)
AC Syster Design Capacity: U kW) o (kVA)

DC System Design Capacity: W) gy (kVA)
Inverter Capacity: __ (Maximum AC kW)

AC System Design Capacity: kW) (kVA)
Total Rating (Existing and Mew):

DC System Design Capacity: (kW) o VA
Inverter Capacity: ___ (Maximum AC kW)

AC System Design Capacity: kW)  (kVA)



Delaware Electric Cooperative

Generator Interconnection Application — Short Form
(For Use with Generators less than 100 kW DC)

Generator Disconnect Switch:
A lockable disconnect device shall be installed within 3 feet of the DEC meter and accessible at all times by DEC
personnel, by and at the cost of the owner.

Section 6, Generator/Equipment Certification

Generating systems that utilize inverter technology must be compliant with JEEE 929 and Underwriters Lab. UL
1741, Generating systems that use a votaling machine must be comphiant with Delaware Electric Co-op’s
Technical Requirements For Parallel Operation of Member Owned Generation document. By signing below,
the Applicant certifies that the installed gernerating equipment meets the appropriate preceding
requirement(s) and can.supply documentation that confirms compliance.

Date: il/”"wzmw

Name (print): J oe | Wh 0~Y"+O n o e
Signed (Applicant): [/laeﬂ iulhaslEn

Seetion 7, Agoregated Meter Information (1F Applicable)

The following ageregated aceonnts shall he ranked according (v the order in which eredits shall be applicd (We don't apply
the eredit; however, DEC may eleet to make payment to the account serving the Generating System) Additionally, the following
accounts most be active aceounts and will be used to determine the total 2-year Annual Average kWh to ensure the new system is
in compliance with DEC tariff.

t - DEC Member Name Wjogi mj/\/b_ar"*‘oy_\ o . fate Coder
Lt?}riti :,‘f- A,

EC Account No.: @000 Capacity (DEC): 2 Yr Amngal Average KW 028, \;M\«l Y‘W&{’i\ ™

2 - DEC Member Name :Yoe/l \\j\"(t v “\Om B Rate Code:
/

ele b ale
DEC Account No.: 960 SO0, Capacity (DEC):

i v :
2y Amual Average kwn 190 \ew | vnemn

3-DEC Member Name B _Rate Coder fom—
DEC Account No.: . Capacity (DEC): 2y Annuad Aversge kWb i
4-DEC Member Name e R OB

DEC Account No. _Cepacity (DRCy___ 2 Yr Annual Average kWhe

Any additional meters axsociuted with this aggregated syslem st he supplied on s separage sheer B ife same formal,




Delaware Electric Cooperative

Generator Interconnection Application — Short Form
(For Use with Generators less than 100 kW DC)

Prior to installation send the completed Pages [-3 to Delaware Electric Cooperative, Atin: Troy Dickerson, Manager of
Engineering: Phone: (302) 349-3125 Email: tdickersoni@decoop.com or mail to P.0. Box 600 Greenwood, DE 19950

Section 8, PRELIMINARY Approval to Proceed with Interconnection

Delaware Bleciric Cooperative: E Has Approved [j Has Not Approved this Preliminary Application.
Tony Rutherford Date: 12/14/17

Name :

. Tony Rutherford
Signature;

Reason of Not Approving:




Delaware Electric Cooperative

Generator Interconnection Application — Short Form
(For Use with Generators less than 100 kW DC)

Section 9. Installation Detalls @
Genersting System will be installed by: O] Owner State Licensed Electrician

nstalting E]cwichn b Firm: m%jjm License No, «Dg_jj_“‘-la‘7 7

Mailing Address; _ 30 7 5 5 ;&ﬁtMSS—LD)—‘—Ie
city: L ewes state; DE Zip Code: _|945 &

Telepdione with Area Code:

instaliation Date; Interconnection ate:

Supply certification thal the gcnmllng system been installed and inspected in mmphmk_hmm the local ButldingBlectrical
cade of the municipality of _ STele g% 4 A\ wzert + Sussew Lounals 3

Signed (Inspector): S ga, 0\“6«}‘\ N \"}.\,Pﬁ {.ﬂp\ ?‘,g\e Date: b 0 T O \%
1n bice of sigoature of 1aapecter, 3 copy of the fing} Inspection certificste may be wtixched)

' Section 10, Applicant Signature
1 bereby certify that, te the best of my knowledge, all the information provided in the Interconnection Application b troe
and corvrect.

Name of Applicant (Printed); r-+aﬂ Date: IR / 7 / 17

Signature of Applicant: W

Section 11, FINAL Approval or Non-Approval

Dselaware Electric Coogeralive Has Approved [J31as Not Approved this Interconnection Application.

Name ;| OnY Ruthe riorg Date:

Tony Rutherford

Rignature:

Reason af Not Approving:

Approval to connect to the Company system indlcates only that the minioum requircments for & safe proper
latercensnection have beon astisfled. Such approvai does not imply that the Generator Gwoer's facility meets all
federal, state and local steadards or regulations.



